
CLEANING EQUIPMENT
Part # CDSG1000:
High pressure spray gun, wand and 
HI/LO spray nozzle (HOT or COLD)

Part # CDHPH60:
High pressure (3000 PSI tested) 
(20686 kPa) 60 ft (18,3 m) hose.
Please note: Two above parts usually purchased together

(Part # CDSG1000-HPH60, 18 lbs (8,2 kg))

Part # DEL-1054 (for 1500 series):
Part # DEL-1090 (for 2000 & 3500 series):
Liquid injector. For use with a 60 ft 
(18,3 m) hose only.
Offered for those tough cleaning jobs.

Note: Niedner’s Delta Hydro bleed caps are less expensive,
safer and prevent unnecessary stress on fire hose 
nozzles. They also protect your tester adapters 
during storage.

Products received may differ from actual illustrations.

Investigate Before You Invest:

The closer you look – the better we look!

When investing in a fire hose tester, the following

four important specifications should be considered:

Quality and size of the manifold, pump, motor and

automatic check valves.

Niedner’s Delta Hydro hose tester components are the largest in size

and are unmatched in quality.

Niedner’s Delta Hydro unique check valve system makes

hose testing FASTER and SAFER.

For a safer and better quality hose tester, insist on Niedner’s Delta Hydro.  Please

inform your procurement agent Niedner’s Delta Hydro is a SOLE SOURCE item.

THINK  QUALITY  –  THINK  NIEDNER’S DELTA HYDRO

MEMO:

With nearly 30 miles of fire hose to test annually, the City of San Diego needed
a fast, safe, dependable and efficient way of hydro testing hose. We were also 
concerned with pump damage and fire fighter injuries suffered while using our
apparatus for testing.

After an extensive search, we chose the Delta Titan. With its extreme duty
components and stainless steel manifold, it was easy to determine Delta’s
superior quality over all others. Additionally, Delta’s automatic check valve sys-
tem provides our fire fighters extra 
protection by eliminating wild line potential should a hose fail during testing.
No more injuries, no more pump damage and no more truck body damage.

That is why we highly recommend a Delta hose tester.

Lt. Terry Powers,
Hose Officer, City of San Diego Fire Department

Niedner’s Delta Hydro FULLY AUTOMATIC
AND UNIQUE check valve system offers 

SAFETY over all others. If the hose fails during
testing, NIEDNER’S DELTA HYDRO

check valves close automatically without 
shutting down the other lines.

NIEDNER DELTA HYDRON
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PRESSURE CLEANING EQUIPMENT

For more information please call your authorized dealer.
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When ordering a new hose tester, the following acces-
sories will be required to conduct hose testing:

- Adapters for all hose sizes
- Bleed Caps
- Safety Tie Lines
- Gated Wye Connectors (optional)    

Can be used with smaller sizes to double the total 
footage allowed to test per NFPA guidelines

www.niedner.comS
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Part # CDSG1000

Part # CDHPH60

Part # DEL-1054
or

Part# DEL-1090

ISO9001:2000 REGISTERED

Bleed Caps
Available in various sizes and threads

Adapters
Available in various sizes and threads

Brass check valves
Available in various
sizes and threadsSafety Tie-line

(12 feet, 3.6m)

In-line filter
Included on all hose testers

1-800-567-2703
sales.niedner@tycoint.com

®

A SUPERIOR HOSE TESTER THAT SUPPORTS YOU INSAVING LIVES
NIEDNER IS AN ISO9001:2000 CERTIFIED COMPANY BY UL REGISTRAR


